
NEU: GRÜNRING Maschinengewindebohrer 
HSSE - PM - TIN 
Metrisches ISO-Gewinde DIN 13 
DIN 371 (M3-10), DIN 376 (M12-16) 
 

NEW: GREEN RING - Machine Taps 
HSSE - PM - TIN 
Metric ISO-thread DIN 13 
DIN 371 (M3-10), DIN 376 (M12-16) 

Nennmaß 
Diameter D 

L1 L2 D2  
Art.-
No. 

Stückpreis 
Price p. Piece 

M   3x0.5 56 11 3.5 2.7 30031 18,00 € 

M   4x0.7 63 13 4.5 3.4 30032 18,00 € 

M   5x0.8 70 14 6.0 4.9 30033 19,00 € 

M   6x1.0 80 16 6.0 4.9 30034 21,00 € 

M   8x1.25 90 18 8.0 6.2 30035 25,00 € 

M 10x1.5 100 22 10.0 8.0 30036 35,00 € 

M 12x1.75 110 29 9.0 7.0 30037 52,00 € 

M 14x2.0 110 30 11.0 9.0 30038 77,00 € 

M 16x2.0 110 32 12.0 9.0 30039 90,00 € 

Form B mit Schälanschnitt / Spiral Point   

Nennmaß 
Diameter D 

L1 L2 D2  
Art.-
No. 

Stückpreis 
Price p. Piece 

M   3x0.5 56 6 3.5 2.7 30131 20,50 € 

M   4x0.7 63 7 4.5 3.4 30132 20,50 € 

M   5x0.8 70 8 6.0 4.9 30133 22,00 € 

M   6x1.0 80 10 6.0 4.9 30134 24,50 € 

M   8x1.25 90 14 8.0 6.2 30135 30,00 € 

M 10x1.5 100 16 10.0 8.0 30136 38,50 € 

M 12x1.75 110 18 9.0 7.0 30137 53,00 € 

M 14x2.0 110 20 11.0 9.0 30138 82,00 € 

M 16x2.0 110 22 12.0 9.0 30139 92,50 € 

Form C 39° Rechtsspirale / Spiral Flute  

Form B  

Form C 39° 

Vorteile: 
 hergestellt aus PM-HSSE V3 Stahl 
 erhöhte Verschleißfestigkeit 
 erhöhte Zähigkeit 
 verbesserte Gleiteigenschaften durch TiN-

Beschichtung 
 verbesserte Standzeiten 
 verbesserte Oberflächengüte 
 verbesserte Produktivität 
 reduzierte Fertigungskosten 

Anwendung: 
-      gut zerspanbare Werkstoffe bis 1.000 N/mm² 
-      rostfreie und legierte Stähle 
-      unlegierte und niedriglegierte Stähle 
-      Kupfer- und Aluminiumlegierungen 
-      Form B für Durchgangslöcher,  
       Form C 39° für Sacklöcher 

Advantages: 
 made from PM-HSSE V3 steel 
 increased wear resistance 
 increased toughness 
 TiN coating minimizes friction 
 longer tool life 
 improved surface finish 
 increased productivity 
 reduced production costs 

Application: 
-      non abrasive material up to 1.000 N/mm² 
-      stainless and alloyed steel 
-      unalloyed and low alloyed steel 
-      Copper– and Aluminium-alloys 
-      Form B for through holes,  
       Form C 39° for blind holes 


